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Thank you for purchasing one of our GENIUS AUDIO sound products.
Now you have a high quality and high engineering product.

As soon as you start using them, you will discover the high reliable performance
of our GENIUS AUDIO products.

Before you begin to install:

1. Read the instructions in this manual.

2. For safety, disconnect the negative battery terminal from the car.

3. Secure the cable ties with light tin welding and secured with an insulating tape.
4. It is important to use quality connectors to reduce sound faults.

5. Never store cables under the car and away from any fuel lines.

Installation:

1. Secure the location of the speakers and make them as flat as possible and the
right space. If it is impossible to use some type of spacer.

2. The speaker has 4 screw holes and it is important that you have them
complete for better acoustic sound without vibration.

3. After having the speaker installed it is important that the polarity of the speak-
ers are correct so that the sound is more enveloping and does not produce lag.

4. The adjustment of the speakers with radio units is very basic but with amplifiers
it is important that their frequency cut is in HI-PASS of 120Hz and the gain of the
correct amplifier. The point of distortion and bad advice is the major cause of the
damage of a speaker.

For technical queries you can write to caraudio@geniuspanama.com
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GENIUS AUDIO

MANUAL DE USUARIO

Gracias por comprar uno de nuestros productos de sonido GENIUS AUDIO.

Ahora usted posee un producto de alta calidad y de alta ingenieria.

Tan pronto como empiece a utilizarlos, usted descubrira el alto rendimiento
confiable de nuestros productos GENIUS AUDIO.

Antes de comenzar a instalar:

1.
2.
3.
4.

5.

Lea bien las indicaciones de este manual.

Por seguridad desconecte el terminal negativo de la bateria del auto.
Asegure bien los empates de los cables con soldadura liviana de estafio y
protegida con una cinta aislante.

Es importante utilizar conectores de calidad para reducir las fallas del
sonido.

Nunca tienda los cables por debajo del auto y lejos de alguna linea de
combustible.

Instalacion:

1.

2.

3.

Asegure la ubicacion del parlantes y que este lo mas plano posible y el
espacio adecuado. De ser imposible utilice algun tipo de espaciador.

El parlante tiene 4 orificios para los tornillos y es importante que los lleve
completo para un mejor sonido acustico sin vibracion.

Después de tener el parlante instalado es importante que la polaridad de los
mismo estén correctos para que el sonido sea mas envolvente y no produz-
ca desfase.

. El ajuste de los parlantes con unidades de radio es bien basico pero con

amplificadores es importante que su corte de frecuencia este en HI-PASS
de 120Hz y la ganancia del amplificador correcta. El punto de distorsion y el
mal asesoramiento es la mayor causa del dafio de un parlante.

Para consultas técnicas pueden escribirnos a caraudio@geniuspanama.com
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GENIUS CAR AUDIO

170wMAX GS-M42v

4” HIGH POWER 2 WAY SPEAKER

* Paper Cone + Poly Mica “PPM” High Quality
* Rubber Surround

* High Quality Magnet Structure

* Voice Coil 1” (25@) KSV

* Neodymium Dome Tweeter 2" Type Mylar

* 170W Max Power / 85W Musical / 25W RMS
* 4 ohm Impedance

* Sensitivity (SPL): 85 dB

* Frequency Response: 132 Hz - 20 KHz

220wMAX GS-M5252V

5.25” HIGH POWER - 2 WAY SPEAKER

* Paper Cone + Poly Mica “PPM” High Quality
* Rubber Surround

* High Quality Magnet Structure

* Voice Coil 1” (25¢) KSV

* Neodymium Dome Tweeter 2" Type Mylar

* 220W Max Power / 110W Musical / 30W RMS
* 4 ohm Impedance

* Sensitivity (SPL): 87 dB

* Frequency Response: 96 Hz - 20 KHz

www.geniuscaraudio.com



GENIUS CAR AUDIO

SENIUS

250wMAX

6.5” HIGH POWER - 2 WAY SPEAKER

GS-M652VBL GS-M652VOR GS-M652VRE
PAPER CONE BLUE PAPER CONE ORANGE PAPER CONE RED

* Paper Cone + Poly Mica “PPM” High Quality
* Rubber Surround
* High Quality Magnet Structure
* Voice Coil 1” (25¢) KSV
* Neodymium Dome Tweeter *2” Type Mylar
* 250W Max Power / 125W Musical / 40W RMS
* 4 ohm Impedance
* Sensitivity (SPL): 89 dB
* Frequency Response: 74 Hz - 20 KHz
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